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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 
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Indian Standard 

SPECIFICATION FOR 
SPACING COLLARS FOR MILLING ARBORS 



1. Scope — Covers the dimensions and requirements for spacing collars for use on milling, arbors. 

2. Dimensions 
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All dimensions in millimetres. 
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♦Recess optional for widths ^ 60 mm. 

Notei— ' 

peripher 
Note 2 — Recess if provided shall have length half of h and diameter one mm more than tfJ 



H— The dimensions in brackets shall be avoided as far as possible. In the case of punched collars the 
3ry t the bore and the key seating should be carfefulfy deburred, ^ L i .: 
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3. Designation 

3.1 A spacing collar having diameter cf=16mm and width / 2 = 20 mm shall be designated as: 

Spacing Collar 16 X 20 IS : 8618 

4. General Requirements — Other requirements according to IS: 8611-1977 'Technical supply 
conditions for milling arbors and accessories \ 

5. ISI Certification Marking — Details available with the Indian Standards Institution. 



EXPLANATORY NOTE 

This standard is in full conformity with ISO 839/11-1977 * Milling machine arbors with 7/24 tapers 
Part II : Accessories \ issued by International Organization for Standardization. 
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^ Alteration 
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: x a) Figure — Substitute the following for* the existing figure* 
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b) Informal fable, sevenfj^row —Substitute the following for the existing matter: 
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